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MST-1/B 

n × 360° 

± 40° 

0.03°/s to 120°/s 

0.03°/s to 100°/s 

± 0.2 mrad 

Max. 58 kg (2 × 20 kg on side 
and 18 kg on top)

100BASE-TX 

5 x serial lines (option: 1000 

BASE-T)

24 V DC (20 V – 30 V)

-32 °C to +70 °C 

744 × 343 × 384 mm 

25 kg 

IP66

PAN/TILT 
MST-1/B

MST-1/B is a servo driven two-axis Pan/Tilt 
of new generation. Pan/Tilt is designed and 
engineered specially for long range 
Monitoring and Surveillance Systems with 
high weight, which demand rotation in the 
azimuth and the elevation with a very high 
accuracy and very high angle speed. This 
Pan/Tilt is designed for controlling up to five 
sensors like long range Day CCD TV Camera, 
cooled thermal Imaging Camera, Laser Range 
Finder, GPS and Digital Magnetic Compass. 
Optionally sensor interface 1000BASE-T. 
Pan/Tilt complies with criteria of EN 61000, 
MIL-STD-810, MIL-STD-461 and on request, 
the company is able to offer also special 
version with temperature range up to -40 °C.

Monitoring and surveillance systems

www.evpudefence.com

Specifications are subject to change without notice.


